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Forundersøgelser i Qaanaaq

Formål:

- Første  detaljerede forundersøgelser i området

- Forstå de ingeniørgeologiske forhold

- Tilstandsvurdering af boliger

- Undersøge funderingspraksis og årsag til sætningsskader

- Undersøge skred fare og skråningsstabilitet



30% af boligerne er i meget dårlig tilstand!













Høj frostfølsomhed

Mellem frostfølsomhed

Lav frostfølsomhed 1954, vurdering af dybde til permafrost:
PF i ca. 1. 0 - 1.5 m(baseret på materialebeskrivelse)
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Bebyggelsens historik



År HUSTYPE FUK Afgravning Pudehøjde

1956
Funderingsarbejder i 

Qaanaaq i 1956

1.7 m.u.f.t.

20 cm under PFS

(fremskrivning)

1.7 m.u.f.t.

20 cm under PFS

(fremskrivning)

Terræn udjævnes

1957 BSU Type 2 n.d. 2 m.u.t. n.d.

??? BSU Type 5 n.d. 2 m.u.t. n.d.

1957 BSU Type 14 n.d. 2 m.u.t. n.d.

1957 BSU Type 16 n.d. 2 m.u.t. n.d.

1980
GTO Type 67 25 cm over PFS

PFS (bæredygtigt 

niveau)
0.75 m.o.t.

1982
Illorput 82 30 cm under PFS 30 cm under PFS

min 0.3 m.o.t.

min 1 m.o. PFS

1983 GTO Type 79-5 0 m.u.t. 0.5 m.u.t. 0.75 m.o.t.

1984 Polarbo 64 Udføres som Polarbo 81

1984 Polarbo 81 1.5 m.u.t. n.d. n.d.

1989
Illorput 43 30 cm under PFS 30 cm under PFS

min 0.3 m.o.t.

min 1 m.o. PFS

1989
Illorput 69 30 cm under PFS 30 cm under PFS

min 0.3 m.o.t.

min 1 m.o. PFS

1997 Illorput 2000-2 1.2 m.u.t. 1.5 m.u.t. 0.2 m.o.t.

1997 Illorput 2000-1 1.2 m.u.t. 1.5 m.u.t. 0.2 m.o.t.

2014 Nye boliger Qaanaaq 1.5 m.u.f.t. 2.0 m.u.f.t. 0 á 2 m.o.t.

Bebyggelsens historik

Funderingsdybde: 0.2-0.3 m under PFS

GTO vurdering 1954/1956: 1.0-1.5 m ALT

Temperaturstigning +2C siden 1950’erne

Aktivlag Tykkelse 2019 (ALT): 1.89±0.43 m
(min: 1.2 m / max: 2.9 m)





Polarbo 64/81

Polarbo 64/81

Frost heave testing
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Naja Kleist
Emilie Olsen

Nogle observerede skader

Væg Gulv

Bærende konstruktion

Forsøg på at
justere gulvhøjde



Ice content in the permafrost

QAA2017-08
QAA2017-22
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Mulig funderingsløsning

QAA2017-08



Konklusioner

- Kompliceret mix af marine, glaciale og alluviale sedimenter

- Permafrost: approx -8.5 C @ 20 m (ZAA), ALT: 1.5-2.5 m

- Near surface variation in ice content, low ice contents at depth

- InSAR analysis unable to identify significant slope movement

- Foundation issues relate mainly to poor construction practices

- Simple solutions available: gravel pad, or concrete pile foundations



Qujanaq!


